
Einbauanleitung 
 für die Windrucksicherung 9/WDS 

Bestell-Nr. 37230 
- Bitte an den Nutzer weiterleiten- 

Versandeinheit  Überprüfen Sie die Lieferung auf Vollständigkeit und einwandfreien Zustand! 

Montage 

Bei Weiterverwen-
dung der 9/IB18 des 
ALD-R160 kann die 
Styroporummante-
lung entsorgt wer-
den! 

Setzen Sie die Winddrucksiche-
rung ein. Beachten Sie dabei die 
Beschriftung „INNEN OBEN“ auf 
der Aufnahme der Winddrucksi-
cherung. Montieren Sie den Ab-
deckrahmen der Innenraumblende. 
Achten Sie dabei darauf, dass der 
Schriftzug „LUNOS“ sich lesbar 
unten rechts befindet. Legen Sie 
den Filter ein. Rasten Sie die De-
signblende der Innenraumblende 
in Offenstellung ein.  

Design-
blende 

Filter Winddrucksicherung 

Abdeck- 
rahmen 
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Installation Manual 
 for the Wind Pressure Relief 9/WDS 

Order no. 37230 
- Please forward to the user - 

Shipping unit                                  Please check the delivery for completeness and mint condtion! 

Installation 
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If the 9/IB18 of the 
ALD-R160 is kept in 
use, the polystyrene 
sheathing can be 
disposed of! 

Insert the wind pressure relief. 
When doing so, please observe 
the inscription "INSIDE UP" on the 
holding fixture of the wind pressure 
relief. Install the cover frame of the 
inner screen making sure that the 
lettering "LUNOS" is legible at the 
bottom right. Insert the filter. Snap 
the design screen of the inner 
screen into the open position.  

Design 
screen 

Filter Wind pressure relief 

Cover 
frame 
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